PREMIUM SPC FLOORS
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Material:
Dimensions:

SPC 8mm (6.5mm + 1.5mm IXPE)

229 x 1830mm

4pcs/box, 1.669sgm/box, 56 boxes pallet

premium floor concepts

Weight per Box: 23.5kg
Weight per Pallet: 1316kg

Characteristics Test standard Test result

Slip resistance EN 13893 DS
Formaldenhyde EN 717-1 E1 (Issue by NB No. 1023)
Fire resistance EN 13501-1 B fl -s1
Phthalate Content Test EN 14372; 2004 ND

Wear resistance EN 13329:2006+ Al 2008, Annex E >4000

Impact resistance EN 13329:2006+A1:2008, Annex F pass

Effect of furniture leg

EN 424

No visible damage

Dimensional stability and curling

EN ISO 23999:2018/ISO 23999:2018

Residual indentation EN ISO 24343-1 0.00mm
Micro-scratch (GLOSS) EN 16094:2012 MSR-A2
Swelling 1ISO 24336:2005 0.09%
. 1314N (Long side) 1048N
Locking Strength 1SO 24334:2014
(short side)
0.5% (long side)
DI ) | stabili d curii EN ISO 23999:2018/ISO 23999:2018 i
imensional stability and curling (80°Cheat) 0% (short side)
0.5mm ( curling)
-0.1%(long side)

(-30°Ccold) -0.1%(short side)
0.6mm ( curling)

Slip resistance DIN 51130 R
Lead (Pb) Content (EU) No. 628/2015 ND
Heavy metal migration EN 71-3:2019 ND
Phthalate Content Test EN 14372: 2004 ND
SVHC Reach pass
Resistance to heat ASTM F1514 modified no gloss and color change
Deep stratch resistance ISO 1518 9N
Micro-scratch (Scratch) EN 16094.2012 MSR-B1
Static loading ASTM F970/NALFA 0.04mm

Static bending

ASTM D1037

load at 2mm deflection:

180.5N; Maximum load:;
181.4N, Maximum
deflection:2.0mm

Castor chair

Nalfa LFO1 modified

25000 ( sample are without IXPE)
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